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Contact Line 1&2Contact Line 1&2
CFECFE
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Interior Corner Flow 1&2Interior Corner Flow 1&2
CFECFE
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Vane Gap 1&2Vane Gap 1&2
CFECFE
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Increment 9 OperationsIncrement 9 Operations
CFECFE

Maintenance Work Area (MWA)

Sony PD 100 Camcorder

Mike Fincke operating Contact Line 2.

       CFE Operations in Destiny Module on MWA       CFE Operations in Destiny Module on MWA
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Operations OverviewOperations Overview
CFECFE

CFE Setup

Run Experiment

CFE Teardown

Set up MWA
Inspect for leakage
Remove CFE from bags and mount to MWA
Set up camera

CL – background, tap, push, slide 1 and 2, swirl, 
displacement, bubbles
ICF – dry surface, pre-wet surface, loop, slosh and bubbles, 
bubbles centrifugal
VG – background, dry Clockwise (CW), wet Counterclockwise

(CCW), 720 continuous CW, 720 continuous CCW

Return MWA and Camera to pre-CFE condition
Return vessel to bags and re-stow

CFE operations are repeatable, with exception of initial run for each
unit.

Downlink is a request for the initial run of every CFE unit.
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On-Orbit OperationsOn-Orbit Operations
CFECFE

NASA Image: - Expedition 13 Science
Officer Jeff Williams performing CFE CL2
Slide [slosh] disturbance modes.

NASA Image: - Expedition 9 Science Officer
Mike Fincke performing CFE CL2 initial fill
tests.


